
WIDTH

HEIGHT

9”

14”

60”

1”

1/2” 1/2”7/8”

7/8”

JAMB GUARD
(OPTIONAL)

BOTTOM PIN 
ASSEMBLY

END SECTION

(OPTIONAL)
PLASTIC IMPACT PLATE

ALUMINUM CHANNEL
REINFORCEMENT

SAVE-T HINGE 
ASSEMBLY

1/2” THICK STRESS
RELIEVED HIGH-DENSITY
POLYETHYLENE

Charges will be assumed by buyer for changes or 
cancellations to work in process. Buyer hereby accepts
responsibility for all sizes and dimensions. This order 
will not be processed until all acknowledgement forms 
are signed and returned.

Speci�cation accepted by:

Date:

CURTRON SERVICE-PRO SERIES 70

     Impact Plates (Optional)
    Type          Impact Plate Height
         Thermoplastic                12”             36”
         Stainless Steel                18“             42” 
                      24”             48”
                      30“

HDPE Door Panel Color
White Beige
Black Gray

Doors to be constructed 
of a 1/2” thick polyethylene
(H.D.P.E.) sheet.

Standard Features are: 
• 3/16” Thick Custom 

Aluminum U-channel
• Bottom Pin Assembly
• 9”x14” 1/4” Acrylic 

Window Set in a Custom 
Rubber Extrusion

• Save-T Hinge

SERVICE-PRO SERIES 70 SWINGING DOOR

W1= ________

W2= ________

W3= ________

H1= ________

H2= ________

Measure Width and Height of
           The Door Opening  
               (Not the Door)

Opening Width _______ x Height ______

Single Panel  Double Panel
Hinge Side (From Customer’s View)
     Left Side Right Side

9” x 14” (Standard)            6” x 12”   10“ Round
14” x 16”             22” x 22”     20” Round

Window Size

Additional Options
          10” Jamb Guard
          18“ Jamb Guard
          Cafe/Gate Hinge
          Stainless Steel Package
          Tinted Windows

1-800-833-5005 • www.curtronproducts.com
E-mail: info@curtronproducts.com
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